




VOLTAGE

POWER

CURRENT

POWER FACTOR

120.1V

446.39W

3.739A

0.994

LUMINAIRE PROPERTY

IES CLASSIFICATION

TOTAL RATED LAMP LUMENS

EFFICIENCY

UPWARD RATIO

Type III

54263.0lm

100%

1%

PHOTOMETRIC RESULTS

CENTRAL INTENSITY

POS OF MAX INTENSITY

LONGITUDINAL CLASSIFICATION

MEASUREMENT FLUX

14084.86cd

H15 V72

MEDIUM

54263lm

DOWNWARD RATIO 99%

MAX INTENSITY 18892.35cd

LUMINAIRE EFFICACY 
RATING (LER)

121.61

LED STREET LIGHT SLIP FITTER MOUNT
450W WITH SHORTING CAP

P/N: 2025-37671-1



LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE (50%): 123.7 DEG
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LED STREET LIGHT SLIP FITTER MOUNT
450W WITH SHORTING CAP

P/N: 2025-37671-1



LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Flux out: 52492.83lm

10m

1m 531.15/ 14084.86lx

132.79/3521.22lx

59.02/1564.98lx

33.20/880.30lx

21.25/563.39lx

14.75/391.25lx

10.84/287.45lx

8.30/220.08lx

6.56/173.89lx

5.31/140.85lx

11.22m/98.83sq.m

112.17m/9882.81sq.m

Height Eavg,Emax

Note: The Curves indicate the illuminated area and the average illumination when 
the luminaire is at different distance.

Angle:159.8deg Diameter
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LED STREET LIGHT SLIP FITTER MOUNT
450W WITH SHORTING CAP

P/N: 2025-37671-1




