


Cable and Gland Installation:
1. Ensure the correct packing gland is sized for installed cables (See Fig. 3 on Page 4).
2. Remove and retain the four M10-1.5mm X 30mm socket head screw, four M10 lock washer, and one top cover from main housing

assembly. (Set aside in secure location to prevent damage) See Page 5).
3. Install cable through packing gland. and gland entry on housing.
4. Connect ground wire to internal ground point by ground lug located inside main housing assembly.
5. Connect incoming cables inside of main housing assembly.
6. Re-install top cover, M10-1.5mm socket head bolt, M10 lock washer.
7. Attach assembled empty connection enclosure to the previously welded mounting feet using the M10-1.5 X 30mm socket head

screws and M10 lock washers.

Maintenance Instructions:
  This electrical apparatus enclosure when installed in hazardous locations has design features that make it operationally safe under
normal conditions. In order to ensure the apparatus remains serviceable the following points should be attended to periodically. The
period between inspections is not ascribed, but should be determined by the end user in accordance with environmental conditions
affecting the apparatus as installed. An initial inspection after 12 months of use is suggested.

Warning: Ensure the location where the equipment is fitted is free from flammable gas or dust. Before opening the
enclosure:

1. Ensure all fasteners are present and of the correct type and property class. Refer to the certification label for details.
2. Ensure the enclosure is not damaged or distorted (so as to affect the dimensions of the flameproof joints).
3. Ensure external earth bonding connections are in place and in good condition.
4. Ensure all entry devices are in good condition and securely tightened.
5. Ensure the certification label is present and legible.
6. After Opening, for cleaning of flame paths, remove cover from enclosure housing. Look for pitting or damage to the flame path

surfaces of the enclosure body and cover. Surface corrosion may be wiped clean, but abrasive cleaners should not be used.
7. The flame paths of the enclosure should be cleaned, and coated with Dow Corning "5 Compound" grease to guard against

corrosion.
8. Ensure internal earth bonding connections are in place and in good condition.
9. With the covers refitted, ensure that all fittings are fully tightened to the specified torque value of 25 Nm (19 lbf-feet) prior to use.

Technical Data:
  Cable Entries: (Total of four)        M25-1.5mm Class 6H Gland Openings.

  Cover Screws and Bolts:             M10-1.5 X 30mm Socket head cap screw
                                                      Yield Stress 450MPa (450N/mm²), Grade A2 stainless steel, Property Class 70.
                                                      WARNING DO NOT OPEN WHEN ENERGIZED.
                                                      CABLE ENTRIES: M25-1.5mm CLASS 6H THREADED GLAND OPENINGS.
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