(El LGINIighting

P.O. Box 1066
Beckley, WV 25802
304-252-6243

INPUT POWER
6 -30 VDC.

GROUND }

MODEL.: 35455

7015-37060-11 MSHA APPROVAL: 18-XPA080003-0

MODEL 35455 AUDIBLE SIGNAL ENCLOSURE (COPPER ALLOY) WITH HORN
ASSEMBLY (1 EA. WOOP, SIREN, STACCATO, SLOW BEEP, & CONTINOUS.

ltem | Qty Part Number Description
1 4 1041-20449-3 TERMINAL FORK, BLUE
2 8 1041-50004-3 1/4" SPLIT LOCK WASHER
3 8 1041-50026-2 1/4" FLAT WASHER
4 8 1041-50178-2 1/4"-20 X 1-1/4" LONG SOCKET HEAD CAP SCREW
5 1 2023-37061-12 | MODEL 35455 COPPER ALLOY BACK COVER ASSEMBLY
6 1 2023-37060-24 | HORN ASSEMBLY WITH 9 POINT TERMINAL BLOCK
7 1 2023-37061-8 MODEL 35455 COPPER ALLOY FRONT HOUSING ASSEMBLY
8 2 30-073 ORANGE WIRE NUT
9 1 3015-35359 SNAP RING LIGHT DUTY VH FOR 4.5" ID STAINLESS STEEL

1-1/8-12 PACKING GLAND SERIES REF. DRAWING C-26555 TYP. 2 PLACES
0.437" DIA. HOLES TYP. 2 PLACES
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